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RL-CX4a
4” Coaxial Speakers (Pair)

RL-CX5.25a
5.25” Coaxial Speakers (Pair)

RL-CX6.5a
6.5” Coaxial Speakers (Pair)

• Compact Universal Steel Frame with Black Wrinkle Finish
• Pressed Mica Coated Paper Cone with Rubber Surround
• 91 dB Sensitivity
• 20mm Silk Dome with Ferrofluid
• CCAW Coil
• Watts RMS: 35
• Peak Power 190

• Compact Universal Steel Frame with Black Wrinkle Finish
• Pressed Mica Coated Paper Cone with Rubber Surround
• 91 dB Sensitivity
• 20mm Silk Dome with Ferrofluid
• CCAW Coil
• Watts RMS: 40
• Peak Power 200

• Compact Universal Steel Frame with Black Wrinkle Finish
• Pressed Mica Coated Paper Cone with Rubber Surround
• 91 dB Sensitivity
• 20mm Silk Dome with Ferrofluid
• CCAW Coil
• Watts RMS: 55
• Peak Power 225

SPEAKERS

RL-CX693a
6x9” Coaxial Speakers (Pair)
• Compact Universal Steel Frame with Black Wrinkle Finish
• Pressed Mica Coated Paper Cone with Rubber Surround
• 91 dB Sensitivity
• 20mm Silk Dome with Ferrofluid
• CCAW Coil
• Watts RMS: 65
• Peak Power 600



C-C6.5c-XO
6.5” Component Speakers w/Crossover (Pair)

SS4.500
Super Small Multi-Channel - 300 Watts

SS600
Super Small Monoblock - 600 Watts

• Compact, Universal Fitment 6.5” Shallow Frame
• Asymmetrical Carbon Fibre and Glass Fiber Cone
• Shorting Ring, High Energy Midwoofer Motor
• Gold Plated Connectors
• Vented Suspension Platform

• 20mm Broadband Tweeter with 40kHz Frequency Extension
• CnC Machined Aluminum Tuned Back Cavity
• Magnesium-Aluminum Alloy Diaphragm
• Double magnet Neo Motor With Shorting Ring
• Remote Mounting Pod
• CnC Cut Stainless Steel Grill

Woofer Features

Tweeter Features

• High Level Inputs
• 12dB/Oct High Pass/Low Pass X-Overs
• Heavyweight DD Aluminum Chassis
• Set Screw Power and Speaker Terminals
• 4 AWG Power Terminals

• High Level Inputs
• 12dB/Oct High Pass/Low Pass X-Overs
• Heavyweight DD Aluminum Chassis
• Set Screw Power and Speaker Terminals
• Remote Gain Control
• 4 AWG Power Terminals

SPEAKERS

AMPLIFIERS

• Transparent Acrylic Crossover Housing
• Crossover Point 1600Hz
• 12dB/oct High Pass, 6dB/oct Low Pass
• Air Core Inductors
• Precise Phase Coupling

• Pink noised tested: 65W
• Peak capacity power tested: 150W

Crossover Features

Power Rating

RL-CW6.5b
6.5” Component Speakers (Pair)

•	55W RMS / 450W Peak Power Handling for dynamic and controlled sound 	
	 output
•	6.5-Inch Component System with separate woofer and tweeter for superior  
	 sound separation
•	Red Line Series Audio Quality ensures precise sound reproduction and  
	 enhanced clarity across all frequencies
•	Flexible Installation Options designed for professional-grade car audio setups
	 Durable Construction using premium materials built for long-lasting 
	 performance in automotive environments



LE-DF-SL608.1
8” Slim Down Firing Enclosure

LE-SL608T.1
8” Slim Truck Enclosure

LE-SL610T.1
10” Slim Truck Enclosure

• All Aluminum Chassis / Integrated Heat Sink
• Compact High Tech Design with DD Engraved Logo
• Delivers Power Into 2 Ohm and 1 Ohm Loads
• 500 Watts Dynamic Power
• Both Subwoofer and Full Range Modes
• RCA Inputs
• High Level Inputs

• Cast Frame SL600 Subwoofers
• 18mm Internally Braced MDF Construction
• High Temperature Dual 2 Ohm Voice Coils
• Compact Down Fire Design
• Embroidered Black Carpet
• Two Tone Aluminum DD AUDIO Logo Plate
• Watts RMS: 300

• Cast Frame SL600 Subwoofers
• 18mm MDF Construction
• High Temperature Dual 2 Ohm Voice Coils
• Compact Design
• Embroidered Black Carpet
• Watts RMS: 300

• Cast Frame SL600 Subwoofers
• 18mm MDF Construction
• High Temperature Dual 2 Ohm Voice Coils
• Compact Design
• Embroidered Black Carpet
• Watts RMS: 600

AMPLIFIERS

ENCLOSURES

ATC-250
DD LE Active Series Terminal Cup 1 x 250 Watt @ 1 Ohm Amplifier


